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WATERTITE® RUBBER DEVICES — SPECIALTY PRODUCTS
SAFE-T-CHEK™
MONITORING PLUGS

14W47EZ

At a glance, Watertite® monitoring plugs let workers determine whether or not a receptacle or
extension cord is properly grounded and wired. It's the reliable and convenient way to really put
portable hand lamps, power tools and equipment to the test. A bright LED shines continuously (up
to 100,000 hours), to indicate that a receptacle is properly grounded and wired. For take-along safe-
ty and convenience, plugs can be installed at the end of a power tool. Rugged, durable housing
resists detergents, acids, oils, chemicals and temperature extremes. Meets NEMA Type 1, 2, 3, 4X,
5, 6, 6P, 12 and IP55, 56, 57, 65, 67. Withstands washdown of lOOOpsi. U.L. Listed, CSA Certified.

Face
View

(oj)

(f^\

vG)

NEMA
Configuration

5-15
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Diameter
Range (In.)

.335-640

.335-.640

.335-640

.437-750

Woodhead
Numbers

14W47EZ

14W33EZ

24W47EZ

26W47EZ'

Cord Grip/
Body Size2

F2

F2

F2

F3
1 Contact factory for availability.
'See page 108 for grommet selection.

INDUSTRIAL-DUTY
Y AND W CORDSETS

Molded "Y" and "W" cordsets are high quality, custom-made adapters that provide multiple outlets
from a single source. They are made from heavy-duty 12-3 SOW cord and a Watertite® plug and con-
nector. Contact your local Woodhead representative for configurations not shown or for special cord
lengths or cord requirements. When ordering custom cordsets, the amperage and voltage of the plug
must be equal to or greater than that of the connectors. Approximate overall length of product
is 3 feet.
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NEMA
Configuration

Molded "Y" Cordset Molded "W" Cordset
Standard With In-Line GFCI1 Standard

None 32-5270* 32-5270-IN2 32-5280*

'GFCI on primary side.
' Does not include plug and connector.
Note: For black "Y" and "W," consult factory.
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14W49-W
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32-5280-IN2

IN-LINE GFCI
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Safe-T-Chek is a trademark of Woodhead Industries, Inc.



Your Source For the Industry's Most Comprehensive Line of
Top-Performing Wiring Devices

W ant the facts about wiring devices? Talk to experts who work in some of
the toughest manufacturing environments imaginable. Ask MRO managers,
responsible for keeping sensitive electronic equipment up and running

despite wet and corrosive conditions. Consult with construction engineers and architects
about wiring devices that stand up to abuse on the job; indoors and out. Check into
hospitals and laboratories where an added margin of safety is absolutely critical.

When you want the facts about wiring devices, ask the professionals who use them.
Time and time again, they'll tell you the one company to count on for durable, depend-
able performance: Daniel Woodhead.

Watertite® Rubber Wiring Devices Industry's Standardfor Reliable Protection in
Wet and Abusive Environments. When conditions demand reliable, moisture-resistant
performance, U.L. Listed and tested Watertite® plugs and connectors offer the ultimate
solution. Our patented multiple seal and rugged NEoTEX® Paracril OZO rubber con-
struction can withstand up to 1000 psi of hosedown and provides a tight seal against oil,
water, moisture, steam, dirt, dust, and other contaminants.

When properly mated, Watertite® devices form an enclosure that meets the require-
ments of NEMAType 1, 3,4,4X, 5,6,6P, 12, as well as IP55, IP56, IP57, IP6S, IP66,
and IP67. The feet is, no other company offers a rubber wiring device that meets
U.L. listed and tested ratings for wet locations in all of these areas.

In wet and abusive environments, depend on Watertite® devices to deliver power
longer, more reliably, and with an added-margin of safety.

Super-Safeway® Rubber Wiring Devices Built to Endure Rigorous, Abrasive
Industrial Conditions. With their tough NEoTEX Paracril OZO rubber housing, Super-
Safeway plugs and connectors perform longer and more reliably under the most rugged
conditions - including industrial oils - than devices formed of ETPR thermoplastic.
They are the ideal solution for applications where continuous impact, abrasion and other
conditions are an everyday occurrence.

For durable, dependable service in settings where the ultimate protection of a
Watertite® device is not required, Super-Safeway wiring devices are the answer.

Safeway® Nylon Wiring Devices Dependable, Cost-Effective Performance In
Industrial and OEM Settings. Constructed in the Woodhead tradition to withstand the
punishment of everyday use and provide long, continuous service, Safeway nylon plugs
and connectors are an exceptionally cost-effective solution for industrial applications.

Safeway duplex receptacles in specification- and hospital-grade versions are designed
for easy wiring and long operating life.
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Just Ask
In addition to the standard Watertite®, Super-Safeway and Safeway wiring devices

featured in this catalog, many variations are possible for applications where specific
conditions, including chemical interaction, temperature extremes and U.V. resistance,
are a concern.

For assistance with your application needs, contact your local Daniel Woodhead
representative.



WATERTITE® WIRING DEVICES
INDUSTRY'S STANDARD FOR
RELIABLE PROTECTION IN WET
AND ABUSIVE ENVIRONMENTS

More than four decades ago, Daniel Woodhead Company pioneered the water-resistant product
category. Today our Watertite® line continues to be the standard by which others are measured.
Some manufacturers make comparisons between their products and the extensive Watertite® line.
But the fact is, devices rated simply for "casual submersion" fall short of the true water-resistance of
a Watertite® wiring device.

When properly mated with corresponding connectors, Watertite® devices form an enclosure that
meets the requirements of NEMA Type 4, 4X, 6 and 6P, IP65, 66 and 67, and can resist high-
pressure hose-down up to 1,000 psi. Traditionally, Safety Yellow® Watertite* devices have taken on
the roughest, wettest, most abrasive conditions. Nowadays, Watertite® devices have a role to play in
entertainment and broadcast settings, often specified in black.

• Unique integral multiple ring seal that locks snugly, protecting against moisture and contami-
nants. Boot-type seals can gap when stepped on. But a Watertite* seal is built to maintain
weather-resistant integrity despite the most abusive conditions.

• NEoTEX® rubber construction, engineered to resist heat, weather, oil and chemicals. Available in
yellow and UV resistant black.

• Sturdy compression-type cord grip that provides 205 Ibs. of pull-out strength.
• Protective closure cap that seal the connector when it's not in use.
• Devices provided with three or four grommets. (see page 108)
• Electrical ratings for these configurations are AC/DC, unless specifically stated "AC" or "DC".

Safety Yellow, Watertite and NEoTEX are registered trademarks of Woodhead Industries, Inc. Daniel Woodhead Company 99


