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PENNUNION

229 Waterford Street * Edinboro, PA 16412-2398
Phone 814.734.1631 * Fax 814.734.4946

COPPER PENN-CRIMPS® » TYPE R1

Non-insulated ring terminal with butted seam
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One piece, annealed, pure electrolytic copper construction with
electro-tin plating for corrosion resistance. Deep internal serra-
tions promote firm wire grip for maximum tensile strength. In-
spection hole permits quick examination of the crimp. Generous
entrance chamfer provides easy wire insertion. The combination

@ of these features and the fact that our products exceed UL and
CSA requirements guarantee a high quality connection.
Copper Stock Approx. Dimen. in Inches
Catalog Cond. Stud Size
Number Range Size (in) A w C M B ID
R1A-6 22-18 6 .030 .69 .31 .28 .54 .250 .070
R1A-6S 22-18 6 .030 .65 .25 .28 .54 .250 .070
R1A-8 22-18 8 .030 .69 .31 .28 .54 .250 .070
R1A-8S 22-18 8 .030 .65 .25 .28 .54 .250 .070
R1A-10 22-18 10 .030 .69 .31 .28 .54 .250 .070
R1A-14 22-18 a .030 .94 .53 42 .67 .250 .070
R1A-14S 22-18 a .030 .90 46 42 .67 .250 .070
R1A-56 22-18 5/16 .030 .94 .53 42 .67 .250 .070
R1A-56S 22-18 516 .030 .90 46 42 .67 .250 .070
R1A-38 22-18 s .030 .94 .53 42 .67 .250 .070
R1B-6 16-14 6 .030 69 .31 28 54 .250 .090
R1B-6S 16-14 6 .030 .65 25 28 54 250 .090
R1B-8 16-14 8 .030 .69 .31 .28 .54 .250 .090
R1B-8S 16-14 8 .030 .65 .25 .28 .54 .250 .090
R1B-10 16-14 10 .030 .69 .31 .28 .54 .250 .090
R1B-14 16-14 s .030 .94 53 42 67 250 .090
R1B-14S 16-14 a .030 .90 .46 42 .67 .250 .090
R1B-56 16-14 5he .030 .94 .53 42 .67 .250 .090
R1B-56S 16-14 %16 .030 .90 46 42 .67 .250 .090
R1B-38 16-14 3/g .030 .94 .53 42 .67 .250 .090
R1C-6 12-10 6 .040 72 .38 .28 .54 .250 .130
R1C-6S 12-10 6 .040 .67 .28 .28 .54 .250 .130
R1C-8 12-10 8 .040 72 .38 .28 .54 .250 .130
R1C-8S 12-10 8 .040 .67 .28 .28 54 .250 .130
R1C-10 12-10 10 .040 72 .38 .28 .54 .250 .130
R1C-14 12-10 a .040 .98 .61 42 .67 .250 .130
R1C-14S 12-10 a .040 .94 .53 42 .67 .250 .130
R1C-56 12-10 516 .040 .98 .61 42 .67 .250 130
R1C-56S 12-10 516 .040 .94 .53 42 .67 .250 130
R1C-38 12-10 s .040 .98 .58 42 .67 .250 .130
R1D-6 16-12 6 .050 .68 .38 .24 .50 .250 115
R1D-6S 16-12 6 .050 .67 .28 .24 .50 .250 115
R1D-8 16-12 8 .050 .68 .38 .24 .50 .250 115
R1D-8S 16-12 8 .050 .67 .28 24 .50 .250 115
R1D-10 16-12 10 .050 .68 .38 .24 .50 .250 115
R1D-14 16-12 a .050 .94 61 42 64 250 115
R1D-14S 16-12 a .050 91 .53 42 .64 .250 115
R1D-56 16-12 5/16 .050 .94 .61 42 .64 .250 115
R1D-38 16-12 g .050 .94 .61 42 .64 .250 115
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STEEL PENN-CRIMPS® « TYPE 9 HIGH TEMPERATURE TERMINALS

One piece, steel construction, nickel plated for protection. Ca-
pable of providing reliable circuitry in temperature ranges up to

\ ) 900 degrees Fahrenheit. Structural features of all Type 9 termi-
l 7 T nals are identical to the Type 1, which proves that they will pro-
< vide the highest quality connection. (For 1200°F applications con-
\S tact the factory).
RING TERMINALS
BUTTED SEAM
Copper Stock Approximate Dimensions in Inches
Catalog Cond. Stud Size
Number Range Size (in) A w C M B ID
R9A-6S 22-18 6 .030 .65 .25 .28 .54 .250 .070
R9A-8 22-18 8 .030 .69 .31 .28 .54 .250 .070
R9A-10 22-18 10 .030 .69 .31 .28 .54 .250 .070
R9A-14S 22-18 a .030 .90 .46 42 .67 .250 .070
R9B-6S 16-14 6 .030 .65 .25 .28 .54 .250 .090
R9B-8 16-14 8 .030 .69 .31 .28 .54 .250 .090
R9B-10 16-14 10 .030 .69 .31 .28 .54 .250 .090
R9B-14S 16-14 a .030 .90 .46 42 .67 .250 .090
R9C-6S 12-10 6 .040 .67 .28 .28 .53 .250 .130
R9C-8 12-10 8 .040 .72 .37 .28 .53 .250 .130
R9C-10 12-10 10 .040 .72 .37 .28 .53 .250 .130
R9C-14S 12-10 a .040 .93 .53 42 .67 .250 .130
R9C-56 12-10 516 .040 .99 .60 42 .67 .250 .130
R9C-38 12-10 %/s .040 .99 .60 42 .67 .250 .130
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SPADE TERMINALS c i‘*
BUTTED SEAM M
S9A-10 22-18 10 .030 .70 .35 .25 .52 .250 .070
S9B-10 16-14 10 .030 .69 .35 .25 .51 .250 .090
S9C-10 12-10 10 .040 .75 .38 .28 .53 .250 .130
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MALE AND FEMALE DISCONNECTS
BUTTED SEAM
Catalog Copper Stock Approximate Dimensions in Inches
Number Cond. Range Size (in) A w B ID
FR9B250 16-14 .032 x .250 .63 .31 234 .090
MT9B250 16-14 .032 x .250 .70 .25 .250 .050
FR9C250 12-10 .032 x .250 .63 .31 .234 170
MT9C250 12-10 .032 x .250 77 .25 .250 .130
BUTT CONNECTORS
BUTTED SEAM
Copper Approximate Dimensions
Catalog Cond. in Inches @
Number Range A ID ) A Ty
B9A 22-18 57 .070 S E D
B9B 16-14 .57 .090 '
B9C 12-10 57 130
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